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1. Introduction
Seismic ground accelerations trigger large numbers of landslides in tectonically active, mountainous land-
scapes (Keefer, 1984; Parker et al., 2011; Roback et al., 2018). These coseismic slope failures, and the re-
sultant release of large volumes of sediment into steep mountain catchments, have a significant effect on 
the geomorphic evolution of seismically active mountain regions (Croissant et al., 2019; Fan et al., 2018; 
Wang et al., 2015). Earthquake-triggered landslides can also result in considerable loss of life, damage to 
critical infrastructure and socio-economic disruption (Nowicki Jessee et al., 2020; Robinson et al., 2018). 
Abstract Earthquakes trigger widespread landsliding in tectonically active landscapes. The effects of 
strong ground shaking on hillslope stability persist into the post-seismic stage; rates of landsliding remain 
elevated in the years following an earthquake. The mechanisms that control the spatial pattern and rate of 
ongoing landsliding are poorly constrained, hindering our ability to reliably forecast how landscapes and 
landslide hazard evolve. To address this, we undertook a detailed geotechnical investigation in which we 
subjected representative rock samples to dynamic loading, simulating the effects of earthquake ground 
shaking on hillslopes of different configuration. Our results indicate that post-seismic hillslope strength 
is not an intrinsic rock property; rather, it responds to the amplitude of imposed dynamic loads and the 
degree of pre-existing shear surface formation within the rock. This path-dependent behavior results 
from differences in the character of fractures generated by dynamic loads of different amplitude, and the 
ways in which apertures are mobilized or degraded in subsequent (post-seismic) shearing. Sensitivity to 
dynamic loading amplitude is greater in shallow landslides in which shear surfaces are yet to fully form; 
such hillslopes can be strengthened or weakened by earthquake events, depending on their characteristics. 
In contrast, deeper landslides on steeper hillslopes in which shear surfaces have largely developed are 
less likely to display differences in behavior in response to dynamic loading because strain accumulation 
along pre-existing fractures is dominant. Our results demonstrate the need to consider path-dependent 
hillslope stability in numerical models used to forecast how landscapes respond to earthquakes and how 
post-seismic hazard evolves.
Plain Language Summary Landsliding is more common in the months and years after 
an earthquake. Our understanding of why this happens is limited but likely results from earthquake 
weakening of hillslopes. The mechanisms causing this weakening are difficult to assess at the landscape 
scale using satellite imagery. An alternative approach to improve our understanding of the controls on 
rock strength after an earthquake is to subject rock samples to seismic shaking in laboratory conditions. 
We used a custom-built apparatus to subject rock samples to pressure conditions typical of those 
experienced in shallow and deep-seated landslides. We simulated ground shaking of differing intensity 
to assess whether the rock was weaker or stronger after the shaking stopped. In simulated shallow 
landslides, ground shaking intensity affected how the sample cracked. Less intense shaking weakened the 
rock, implying it is more likely to fail following an earthquake. Conversely, more intense ground shaking 
strengthened the rock by creating a very uneven sliding surface, suggesting it is less likely to subsequently 
fail. Simulated deeper landslides on steeper hillslopes did not weaken, displaying less sensitivity to 
ground-shaking intensity. Our findings improve understanding of how hillslopes respond to seismic 
shaking, assisting forecasts of how landscapes and hazard develop after an earthquake.
BRAIN ET AL.
© 2021. The Authors.
This is an open access article under 
the terms of the Creative Commons 
Attribution License, which permits use, 
distribution and reproduction in any 
medium, provided the original work is 
properly cited.
Controls on Post-Seismic Landslide Behavior in Brittle 
Rocks
Matthew J. Brain1 , Sebastian Moya2, Mark E. Kincey1 , Neil Tunstall1 , 
David N. Petley3, and Sergio A. Sepúlveda2,4
1Department of Geography, Durham University, Lower Mountjoy, Durham, UK, 2Departamento de Geología, 
Universidad de Chile, Santiago, Chile, 3Department of Geography, University of Sheffield, Sheffield, UK, 4Now at 
Department of Earth Sciences, Simon Fraser University, Burnaby, BC, Canada
Key Points:
•  We used novel geotechnical testing 
to explore mechanisms that control 
post-seismic hillslope strength and 
rheology in brittle rocks
•  The amplitude of dynamic loading 
can govern the nature of fractures 
and asperities formed, affecting 
subsequent shear strength and 
rheology
•  The shear deformation mechanism 
mobilized determines whether post-
seismic shear strength increases, 
decreases or remains unchanged
Supporting Information:
Supporting Information may be found 





Brain, M. J., Moya, S., Kincey, M. E., 
Tunstall, N., Petley, D. N., & Sepúlveda, 
S. A. (2021). Controls on post-seismic 
landslide behavior in brittle rocks. 
Journal of Geophysical Research: Earth 
Surface, 126, e2021JF006242. https://
doi.org/10.1029/2021JF006242
Received 30 APR 2021








It is therefore important to understand and, where possible, to forecast how hillslopes in seismically ac-
tive landscapes respond to earthquake ground shaking (Malamud et al., 2004; Marc et al., 2016; Meunier 
et al., 2007).
The effects of earthquakes on hillslope stability are persistent; regional rates of landsliding can remain el-
evated above background levels over annual to decadal timescales following the mainshock event (Hovius 
et al., 2011; Koi et al., 2008; Marc et al., 2015; Zhang et al., 2016). The mechanisms responsible for this tem-
poral pattern are poorly constrained (Rosser et al., 2021). Transient, elevated (i.e., above rainfall-normalized 
baseline conditions) rates of post-seismic landsliding are not ostensibly controlled by external seismic or 
meteorological forcing (Marc et al., 2015) and have instead been attributed to a combination of erosion of 
regolith weakened by earthquake ground shaking (Fan et al., 2018; Kincey et al., 2021; Lin et al., 2008; Wang 
et al., 2015), and/or recovery of hillslope strength in the post-seismic phase following initial disturbance 
and weakening during ground shaking (Leshchinsky et al., 2020; Marc et al., 2015, 2021). The mechanisms 
responsible for the latter are poorly constrained but have been postulated to result from a range of “healing” 
processes that include the re-establishment of plant-root cohesion (e.g., Jacoby, 1997; Yunus et al., 2020) 
and the reversal of dilation experienced during an earthquake as rock and soil masses settle and re-establish 
frictional contacts (e.g., Lawrence et al., 2009).
However, isolating the dominant mechanisms, and combinations thereof, that control the post-seismic evo-
lution of hillslope strength is not straightforward across landscapes characterized by considerable variations 
in geomorphic setting, landslide type and morphology (Fan et al., 2018; Hu et al., 2018; Kincey et al., 2021), 
and substrate lithology, rheology, structure and stress history (Bontemps et al., 2020; Brain et al., 2017; Car-
ey et al., 2017, 2021; Gischig et al., 2015; Hu et al., 2018; Lacroix et al., 2014; Samia et al., 2017a; Viles 
et al., 2018). Both mapped landslide inventories and local field studies reflect landscape and landform re-
sponse to a specific earthquake event (Rosser et al., 2021). As such, use of limited inventories does not allow 
us to explore how hillslopes respond to different mainshock stress paths and, hence, the range of behavior 
that hillslopes could potentially exhibit in the post-seismic phase. This is important to establish because 
the specific nature of earthquake ground accelerations (duration, amplitude, and frequency content) can 
itself exert a key control on the evolution of substrate strength and rheology in the post-seismic phase 
(Parker et al., 2015; Sepúlveda et al., 2016). Furthermore, we lack detailed understanding of how hillslopes 
of different configuration deform in the post-seismic phase in response to earthquake ground shaking of 
differing character. Hillslope angle and landslide depth, for example, set the baseline (aseismic) shear stress, 
strain, and damage conditions (Bieniawski, 1967; Brain et al., 2014; Eberhardt et al., 1999; Martin & Chan-
dler, 1994; Petley et al., 2005) that are subjected to ground accelerations during an earthquake. Different 
combinations of ground shaking intensity and hillslope configuration therefore have the potential to drive 
differences in post-seismic hillslope stability and/or behavior that are not captured in regional-scale map-
ping assessments (Marc et al., 2015).
The aim of this study is to determine how the intensity of ground shaking affects the post-seismic strength 
and rheology of rocks in hillslopes of different configuration and to constrain the mechanisms that cause 
any resultant variability. We used a novel geotechnical testing approach to subject samples of a single rock 
type to dynamic loads of varying amplitude to simulate differences in ground-shaking intensity in an earth-
quake mainshock. We then considered the effect of this dynamic loading on the subsequent deformation 
behavior of the rock, equivalent to the potential behavior of hillslopes in the post-seismic phase. We also 
explored if, how and why the baseline shear stress, a surrogate for hillslope angle, depth and, in turn, the 
degree of pre-seismic shear surface formation and damage, influenced the strength and rheology of the rock 
following dynamic loading, providing insight into the nature of hillslopes likely to experience elevated, or 
indeed reduced, susceptibility to post-seismic landsliding.
2. Rock Sampling Location
During the 2010 Mw 8.8 Maule earthquake, Chile (e.g., Delouis et al., 2010; Lorito et al., 2011), the Arauco 
Peninsula displayed elevated rates of landsliding, particularly in the sandstones and siltstones deposited 
in littoral settings during the late Pliocene and early Pleistocene (Escobar et al., 1982; Hackley et al., 2006; 
Melnick et al., 2009; Nielsen & Valdovinos, 2008; Serey et al., 2019). We obtained intact rock samples for 




laboratory analysis from the accessible coastal outcrops of the Tubul Formation on the Arauco Peninsula 
(Figure 1). In our sampling region, the well-drained and largely massive rock slopes experienced disrupted 
translational landsliding during the 2010 Maule earthquake (Serey et al., 2019; Verdugo et al., 2010). Initial 
reconnaissance indicated the failure depth at the site was approximately 5–10 m. Our specific sampling lo-
cation was selected such that unsheared, intact rock samples were sufficiently distant from locations where 
hillslope failure and coseismic damage occurred.
Figure 1. Rock sampling location in the Arauco Peninsula, Chile. (a) Summary of key geological and physiographic features within the study region. Mapped 
geology is based on Escobar et al. (1982) and Hackley et al. (2006). Inset: the location of the Arauco Peninsula region within South America is indicated by the 
red circle. (b) Location of the sampling location in the coastal outcrops of littoral deposits southeast of Tubul (Google Earth satellite image taken August 20, 
2011). In both (a) and (b), the location and type of landslides triggered by the by the 2010 Maule earthquake were mapped and reported previously by Serey 
et al. (2019).






We obtained unsheared and intact block samples (∼0.3 × 0.3 × 0.3 m) of rock from hand-excavated (<1 m 
depth) pits at the base of the hillslope. Immediately following sampling, we sealed samples using plastic 
wrap to limit moisture loss and stored them in rigid containers to limit sample disturbance during transit. 
Samples were subsequently stored in refrigerated (∼3°C) conditions to limit bacterial activity and, hence, 
sample modification prior to laboratory testing.
3.2. Rock Characterization
To classify and characterize the physical and index properties of the rock, we obtained sub-samples from 
the sampled blocks and ensured removal of a thin crust (∼2–3 mm) of weathered near-surface material. 
Using standard methods, we determined the natural moisture content (by weight; n = 9), organic content 
by loss on ignition (550°C for 4 h; n = 9) and bulk density (n = 13 for intact samples) (Head, 2008; Head & 
Epps, 2011, 2014) of the sub-samples. We measured the point load strength, Is(50), of intact block samples 
(n = 27) using the method described by Franklin (1985). Using the point load data, we estimated the Un-
confined Compressive Strength (σUCS) of the rock as 20 to 25 times the point load strength (Franklin, 1985).
We disaggregated an additional set of sub-samples using a pestle and mortar, using light pressure to prevent 
grain crushing. We determined the particle size distribution of the rock (n = 7) using a Beckman Coul-
ter LS13320 Laser Diffraction Particle Size Analyzer, and classified the particle size data according to the 
scheme presented by Folk and Ward (1957) and supported by Blott and Pye (2001).
3.3. Geotechnical Laboratory Testing
3.3.1. Testing Apparatus
We undertook our geotechnical testing program using a Dynamic Back-Pressured Shear box (DynBPS) to 
subject rock samples (plan dimensions: 100 × 100 mm; depth: 20 mm; Figure 2) to direct shear, simulat-
ing conditions at a landslide shear surface (Brain et al., 2015, 2017; Carey et al., 2017). Use of direct shear 
testing to assess fracture and shear surface development in rocks under monotonic (e.g., Barla et al., 2010; 
Cresswell & Barton, 2003; Krsmanović, 1967; Lajtai, 1969a, 1969b; Yamasaki et al., 2016) and dynamic (e.g., 
Figure 2. The internal components of the Dynamic Back-Pressured Shear box (DynBPS) apparatus (modified from 
Brain et al., 2015).




Asadollahi & Tonon, 2011; Fathi et al., 2016; Jafari et al., 2004; Qi et al., 2020; Sepúlveda et al., 2016) loading 
conditions is well established.
The DynBPS can apply axial (normal to the slope and shear surface) and horizontal (parallel to the slope 
and shear surface) loads to samples under monotonic or dynamic (≤5 Hz) conditions using either load or 
displacement control. All tests were undertaken in a climate-controlled laboratory at temperature of 21°C 
(±1°C) and a relative humidity of 50% (±5 percentage points).
We carefully trimmed sub-samples of our undisturbed blocks to the required dimensions of the cuboid 
shear box vessel, which is split into upper and lower sections (Figure 2). This vessel is mounted within the 
DynBPS. Normal stress, σn (kPa) is then applied to the sample via the normal load ram in a consolidation 
stage, simulating the effects of the weight of overlying rock at a landslide shear surface. To represent ob-
served (i.e., drained and dry) field conditions at the time of sampling (see Selby, 1993; Whalley, 1991), all 
tests were undertaken with samples at their natural moisture content; we did not saturate them prior to or 
during testing. Hence, for these tests, we assumed that the normal stress applied to the samples is equivalent 
to normal effective stress (i.e., applied normal stress is directly transmitted to intergranular contacts within 
the sample during the test). To simulate shear, the DynBPS holds the upper section of the sample in place 
and displaces the lower section laterally along the “shear gap” (2.1 mm height) between these sections at the 
approximate vertical mid-point of the sample.
We completed a total of 16 direct shear tests (10 monotonic “baseline” tests and six dynamic tests; Table 1). 
During all tests, we recorded normal stress, shear stress (τ, kPa), normal strain (εn, %), and shear strain (εs, 
%). For all direct shear tests (Table 1), strain values were calculated relative to original sample dimensions 
prior to consolidation. Positive normal strain values indicate sample compression relative to initial sample 
dimensions, whereas negative values indicate dilation relative to initial sample geometry. During consol-




Reference shear stress datum 






1 Intact rock 50 – –
2 Intact rock 50 – –
3 Intact rock 50 – –
4 Intact rock 100 – –
5 Intact rock 100 – –
6 Intact rock 150 – –
7 Intact rock 150 – –
8 Disaggregated grains 50 – –
9 Disaggregated grains 100 – –
10 Disaggregated grains 150 – –
Dynamic tests
11 Intact rock 50 47 20
12 Intact rock 50 47 40
13 Intact rock 50 172 20
14 Intact rock 50 172 40
15 Intact rock 50 219 20
16 Intact rock 50 219 40
Note. All samples were tested at natural moisture content. All monotonic shear was performed at a shear strain rate 
of 0.1% min−1.
Table 1 
Summary of Direct Shear Test Conditions




tests, the data sampling frequency was 100 Hz. On completion of each test, we carefully documented the 
nature of failure in the samples, paying particular attention to the degree and configuration of fracturing, 
the nature of the shear surface, and the absence or presence of disaggregated rock particles. We interpreted 
data and observations for each test to develop understanding of the mechanisms of failure and, hence, an 
explanation of any differences in behavior between each test.
3.3.2. Characterizing Baseline Direct Shear Behavior
The first stage in our laboratory testing program involved characterization of the monotonic shear behavior 
of intact samples to constrain the “baseline” condition against which the effects of dynamic loading on the 
strength, failure mechanisms and rheology of the rock could be compared. We selected monotonic direct 
shear behavior to represent our baseline condition because the strength parameters obtained from these tests 
(cohesion and friction angle) are used in calculations in the static Factor of Safety that is integral to many 
pseudo-dynamic assessments of slope stability during earthquakes (e.g., Jibson, 1993; Newmark, 1965). In 
our baseline tests, we used shear strain controlled monotonic direct shear tests following standard methods 
(Head & Epps, 2011, 2014; Muralha et al., 2014) at a shear strain rate of 0.1% min−1. To investigate the effects 
of overburden thickness/depth of the shear plane on the behavior of intact rock samples, we carried out 
seven tests under normal stress values of 50 kPa (n = 3), 100 kPa (n = 2), and 150 kPa (n = 2). This range of 
normal stress values is equivalent to those experienced by a range of landslides depths and hillslope angles. 
The additional test at a normal stress of 50 kPa was carried out to better constrain variability in behavior, 
since this is the normal stress used during the dynamic testing stages (following Barbero et al., 1996, the 
effects of dynamic loading are likely to be more pronounced at lower normal stresses).
We undertook an additional three tests on disaggregated rock samples at normal stress values of 50 kPa 
(n = 1), 100 kPa (n = 1), and 150 kPa (n = 1) following standard methods (e.g., Carter, 1990; Head, 2008). 
These three tests were undertaken to constrain the fully softened behavior of the rock, equivalent to condi-
tions in which cohesion has been lost.
We defined three key failure envelopes (best estimate ± one standard error) using least squares linear re-
gression: intact rock peak strength, residual strength (calculated in each test as the mean shear stress for 
shear strain values between 15% and 18% in monotonic tests) and fully softened strength, obtained from the 
direct shear tests on disaggregated rock.
To permit assessment of the effects of dynamic loading on direct shear behavior, we specified “peak” and 
“residual” ranges of shear stress, defined by the minimum and maximum values of peak and residual 
strength observed in the baseline direct shear tests undertaken at a normal stress of 50 kPa. These strength 
envelopes are similar to the modeled failure envelope strength predictions at a normal stress of 50 kPa but 
cover a broader baseline strength range against which post-dynamic shear behavior can be compared. This 
broader definition of baseline conditions is important to consider; any differences in behavior attributed to 
dynamic loading must at least exceed variability in behavior observed in our baseline data set.
3.3.3. Direct Shear Behavior Under Dynamic Loading
For each dynamic test (n = 6), we first applied a normal stress of 50 kPa to each intact rock sample. We se-
lected 50 kPa to represent typical normal stress conditions experienced in shallow (<5 m depth) landslides 
on hillslopes of 30–40° that characteristically fail in response to earthquake ground accelerations (Kincey 
et al., 2021; Lin et al., 2008; Saito et al., 2018; Tanyaş et al., 2017). Holding normal stress constant, we then 
increased shear stress (shear strain rate of 0.1% min−1) to a specific reference datum (τbase) to simulate the 
aseismic in situ shear stress in hillslopes of different configuration (hillslope angle and landslide depth) 
and corresponding variations in the degree of shear surface formation and/or accumulated damage with 
the sample (Petley et al., 2005). To do so, we defined three τbase values on the basis of established crack ini-
tiation and propagation thresholds for brittle rock in unconfined compression (in the absence of equivalent 
thresholds for direct shear) (see e.g., Cai et al., 2004; Eberhardt et al., 1999), refined based on the results 
and observations from our baseline tests. Since we were interested in the effects of dynamic loading on 
unfailed hillslopes (following Sepúlveda et al., 2016), τbase values were specified relative to the peak strength 
values observed in monotonic conditions at a normal stress of 50 kPa. This range of stress states allowed 




us to explore how hillslopes of different configuration respond to dynamic loading events. The lowest τbase 
was equivalent to 20% of the peak shear strength, indicative of hillslopes that have experienced limited 
shear surface formation and accumulated damage, below typical crack initiation thresholds in brittle rocks 
(typically 30%–50% of peak strength; Cai et al., 2004). The stress conditions we specify for this τbase (Sec-
tion 4.3.1) are broadly representative of shallow (vertical depth to failure surface, z, ≤5 m) landslides occur-
ring on hillslope angles, β, of 30°–40°, typical of those prone to failure during earthquakes (Fan et al., 2018; 
Kincey et al., 2021; Lin et al., 2008; Marc et al., 2016; Saito et al., 2018). The intermediate τbase was 75% of 
peak strength, at the likely onset of shear fracture coalescence (typically 70%–90%) and indicative of deep-
er landslides in steeper, saturated hillslopes (z ≈ 20–25 m; β ≈ 35°–40°). The upper τbase was 95% of peak 
strength and represents effective stress conditions equivalent to those experienced in deeper-seated land-
slides (z ≈ 30–35 m; β ≈ 35°–40°) in which shear fractures have largely coalesced to form a continuous shear 
surface that is prone to progressive, creep-type and/or episodic deformation in response to rainfall events or 
seismic forcing (e.g., Bontemps et al., 2020; Lacroix et al., 2014; Petley & Allison, 1997).
For each τbase, we completed two dynamic tests to investigate the effect of differing dynamic shear stress am-
plitude (αdyn) on direct shear behavior to simulate “low” (±20 kPa) and “high” (±40 kPa) intensity seismic 
events. Assuming rock bulk density values typical of our study site (Section 4.1 below), a landslide depth of 
∼5 m and a hillslope angle of 35°, these dynamic shear stresses are equivalent to horizontal ground accel-
erations of ∼0.33 and ∼0.66 g, respectively (following Hadj-Hamou & Kavazanjian, 1985). In deeper land-
slides (β = 35°), equivalent horizontal ground accelerations are ∼0.1–∼0.2 g (z ≈ 20 m) and ∼0.06–∼0.12 g 
(z ≈ 30 m).
For the dynamic shear stages, we controlled shear stress (rather than strain) to permit shear strain to ac-
cumulate in response to ground shaking (see Brain et al., 2015 for a more detailed rationale); shear strain 
control under dynamic conditions would not simulate or permit this behavior.
For each dynamic stage, we used sinusoidal waveforms (see Brain et al., 2015; Christakos, 2003 for a sum-
mary of the rationale) and a frequency of 1 Hz, reflecting the dominant shaking frequency recorded at 
several sites during the 2010 Maule earthquake (Elnashai et al., 2010). Each dynamic stage lasted 30 s, con-
sistent with a range of observations of the duration of strong ground motions resulting from earthquakes 
of varying magnitude (Salmon et al., 1992; Trifunac & Brady, 1975). Specified normal stress remained at 
50 kPa throughout each dynamic testing stage. Following completion of the dynamic stage, we continued 
monotonic shearing of the sample (σn = 50 kPa; shear strain rate of 0.1% min
−1) until maximum shear 
displacement was achieved. We then compared the post-dynamic behavior of the sample to our baseline 
behavior to determine if any changes in strength and rheology had resulted from dynamic loading.
3.4. Quantitative Shear Surface Characterization
Following completion of the initial set of geotechnical tests, we undertook two additional direct shear tests 
to characterize the shear surface of failed materials under different scenarios to improve our understanding 
of mechanisms responsible for differences in observed behavior. The first was a repeat of Tests 1, 2, and 
3 (σn = 50 kPa, monotonic shear) and the second was a repeat of Tests 6 and 7 (σn = 150 kPa, monotonic 
shear). However, each test was stopped following exceedance of peak shear stress and the DynBPS was 
disassembled to allow capture of the initial failure surface resulting from initial fracture. We then quan-
titatively analyzed the post-failure form of the lower shear surface within the DynBPS apparatus using 
three-dimensional reconstructions using structure-from-motion (SfM) photogrammetry (e.g., Anderson 
et al., 2019; Swirad et al., 2019). For each sample, we captured ∼75 photographs from multiple view angles 
using a Nikon Coolpix P7700 (12 megapixel) digital camera (6 mm focal length with automatic exposure). 
We kept light conditions constant during photograph capture using two tripod-mounted spotlights with 
diffuse lighting umbrellas. Following Carbonneau and Dietrich (2017) and Fonstad et al. (2013), we used 
convergent camera positions at ∼45° azimuth interval to capture images at heights ranging between ∼0.1 
and 1 m above the sample. We also obtained nadir images at each height interval. Average ground pixel 
resolution of the resulting photographs was 0.11 mm.
Initial processing of the SfM data was conducted using Agisoft Photoscan Professional v.1.4.3, with the 
initial photo alignment yielding >62,000 image tie points for each model. We accurately scaled the model 




using a local coordinate system based on the known dimensions of the DynBPS, using the approach recom-
mended by James et al. (2017). The average root mean squared error (RMSE) for the XYZ georeferencing 
was 0.33 mm. We meshed and converted the final dense point clouds (an average of 6.65 million points) 
into 0.1 mm-resolution orthophotographs and 0.2 mm-resolution digital elevation models (DEMs), permit-
ting the extraction of topographic profiles along the shear surface to better characterize surface planarity 
and/or roughness. Further details of the SfM workflow and associated errors (in accordance with James 
et al., 2019) are included within the Supporting Information S1.
4. Results
4.1. Rock Type and Physical Properties
The rock samples obtained from the Tubul Formation were greyish yellow/yellowish gray (following Mun-
sell, 2009), with pale yellowish orange sections resulting from iron enrichment. The rock did not display 
any obvious fissility.
The physical properties of the rock are displayed in Table 2. The rock was composed primarily of sand- 
(mean = 50.9%) and silt- (mean = 46.2%) sized grains, with low clay content (mean = 2.9%). Following Folk 
and Ward (1957), the rock can be classified as a very fine sandstone/very coarse siltstone. Natural moisture 
and organic content by loss on ignition were low (mean values of 3.78% and 1.65% respectively). The mean 
bulk density of intact sub-samples was 1.48 g cm−3, with no ostensible differences in bulk density between 
samples used in monotonic (mean = 1.48 g cm−3) and dynamic (mean = 1.47 g cm−3) tests. Disaggregated 
samples tested in direct shear displayed a mean bulk density of 1.14 g cm−3 prior to consolidation during 
shear box testing.
Point load test results are summarized in Table 3. Samples displayed a mean point load strength, Is(50), of 
0.13 ± 0.03 MPa (one standard deviation), yielding estimated mean σUCS values between 2.64 ± 0.72 and 
























Mean 50.9 46.2 2.9 3.78 1.65 1.48 1.47 1.48 1.14
Standard deviation – – – 1.70 0.11 – – 0.02 –
Minimum 41.6 35.3 1.9 2.35 1.53 1.45 1.45 1.45 1.10
Maximum 62.8 54.7 3.7 6.77 1.86 1.52 1.50 1.52 1.16
Number of samples 7 7 7 9 9 7 6 13 3
Table 2 
Physical Properties of the Tubul Formation Rock Tested
Point load strength, Is(50), (MPa)
Estimated unconfined compressive strength (MPa)
Lower estimate (Is(50) × 20) Upper estimate (Is(50) × 25)
Mean 0.13 2.64 3.31
Standard deviation 0.03 0.72 0.72
Minimum 0.04 0.89 1.11
Maximum 0.18 3.55 4.43
Number of samples 25a – –
aFollowing Franklin (1985), the highest and lowest recorded values were discarded from analysis.
Table 3 
Summary of Results for Point Load Tests Undertaken on the Tubul Formation Rock Tested




4.2. Baseline Direct Shear Behavior
4.2.1. Monotonic Tests at σn = 50 kPa
Stress-strain curves for intact rock samples tested in monotonic direct shear are displayed in Figure 3. For 
tests 1, 2, and 3 (σn = 50 kPa), the rock displayed a brittle-ductile rheology characterized by an increase to 
a peak shear stress (267.8, 278.1, and 237.0 kPa) followed by a reduction to a residual strength condition 
(∼90.0, ∼121.9, and ∼146.6 kPa) (Figure 3a). Pre-peak behavior varied between samples; peak shear stress 
values were achieved at shear strain values of 0.75%, 3.0%, and 5.4%. The nature of the reduction in shear 
stress following exceedance of peak shear stress varied between tests, occurring through a combination of 
(a) relatively “smooth” and gradual decreases in shear stress as shear strain accumulated (reductions of 
∼40–80 kPa over shear strain increments of 4%–5%); and (b) more brittle stress drops over shorter shear 
strain increments (reductions of 20–80 kPa over shear strain increments of 0.1%–0.5%). The onset of appar-
ent residual strength occurred at shear strains between approximately 13% and 14%.
Volumetric strain curves for these tests showed greater consistency between samples (Figure 3b). Following 
normal strains resulting from consolidation (∼1%), the samples displayed limited normal strain accumu-
lation at shear strain values < 0.9%, before dilating at largely constant rate. We observed normal strains of 
approximately −11%–−12% at the end of each test.
Following completion of the tests, samples were heavily fractured and dilated, with multiple sub-vertical 
cracks extending from the shear plane to the top and base of the sample (Figure 4a) and all apertures con-
tained shear gouge (smaller rock fragments and disaggregated grains).
4.2.2. Monotonic Tests at σn = 100 kPa
Intact samples tested under a normal stress of 100  kPa displayed peak shear stress values of 269.2 and 
289.3 kPa and residual shear stress values of 198.2 and 247.4 kPa (Figure 3c). Samples displayed a brit-
tle-ductile rheology characterized by a gradual reduction from peak to residual strength that was punctu-
ated by brittle stress drops of ∼10–20 kPa and was largely complete by a shear strain of 8%. In test 5, the 
sample continued to increase in strength as strain proceeded (εs > 10%; Figure 3e). This sample showed 
greater dilatancy, reaching a normal strain value of −6.75% at the end of the test. In contrast, the sample in 
test 4 dilated less (normal strain of −2.23% at the end of the test).
Figure 3. Shear stress-strain (a, c, and e) and normal strain (b, d, and e) behavior of intact rock samples subjected to monotonic direct shear at normal stresses 
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Following testing, samples were visibly less dilated and more coherent (Figure 4b) than those sheared under 
a normal stress of 50 kPa. Upper and lower blocks displayed considerably reduced fracture density. Failure 
was more evidently concentrated at the approximate vertical mid-point of the sample (i.e., focused at the 
shear gap, resulting in a band of shear gouge), though a single discrete and fully planar shear surface did 
not form. Instead, shear was accommodated along multiple low angle fractures extended throughout the 
sample both above and below the shear gap, but these fractures did not all extend to the top and base of the 
sample.
4.2.3. Monotonic Tests at σn = 150 kPa
Intact samples tested at a normal stress of 150 kPa displayed the highest 
peak (319.1 and 334.1 kPa) and residual shear stress (226.1 and 270.5 kPa) 
values observed in our baseline monotonic tests (Figure 3e). These sam-
ples displayed greater ductility than tests undertaken at lower normal 
stress values, though brittle stress drops (∼35–70  kPa) were present in 
the post-peak phase. Sample dilation occurred following exceedance of 
peak shear stress, though to a lesser extent (normal strains of −0.54% 
to −2.64%; Figure 3f) than observed in samples tested at lower normal 
stresses.
Samples displayed a largely planar shear surface, with largely coherent 
upper and lower blocks (Figure  4c). Both samples displayed evidence 
of low angle cracking around the developing shear plane. In test 7, the 
Figure 4. Post-test photographs of samples demonstrating key characteristics of shear surfaces resulting from differences in shear and deformation 
mechanisms in response to variations in normal stress, accumulated shear strain and/or dynamic loading amplitude. (a) Test 1 (σn = 50 kPa) showing high 
sample dilation, high angle fracturing and gouge formation. (b) Test 4 (σn = 100 kPa) showing low angle cracking throughout the lower section of sheared rock 
and a relatively planar shear surface focused at the shear gap. (c) Test 6 (σn = 150 kPa) showing coherent upper and lower shear blocks, limited shear-oblique 
cracking and a largely planar shear surface. (d) Test 11 (σn = 50 kPa, τbase = 47 kPa, αdyn = 20 kPa) showing a degraded/smoothed “Type B” failure surface. (e) 
Test 13 (σn = 50 kPa, τbase = 172 kPa, αdyn = 20 kPa) showing a degraded/smoothed “Type A” failure surface, with evidence of high angle cracks that were not 
fully mobilized to accommodate shear. (f) Test 14 (σn = 50 kPa, τbase = 172 kPa, αdyn = 40 kPa) displaying several high angle fractures extending throughout 
height of the sample and a gouge-filled shear band along the shear gap.
Figure 5. Shear stress-strain and normal strain curves for monotonic 
direct shear tests undertaken at normal effective stresses on disaggregated 
grains of rock (Tests 8, 9, and 10).
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sample continued to weaken after shear strain exceeded ∼8%; this sample displayed the lowest degree of 
dilation and the most planar shear surface.
4.2.4. Monotonic Tests on Disaggregated Samples
Stress-strain curves for disaggregated samples (Figure 5) indicate a ductile rheology. During shearing, shear 
stress increased to peak values of 36.1 kPa (σn = 50 kPa), 64.9 kPa (σn = 100 kPa), and 89.4 kPa (σn = 150 kPa) 
and remained largely constant, with no reduction to a lower residual strength evident. During shearing, all 
three samples compressed by ∼1% normal strain before reaching near-constant volume at shear strains 
greater than ∼2%. All three disaggregated rock samples displayed a well-defined and fully planar shear 
surface; all shear deformation was directly accommodated along the shear gap.
4.2.5. Shear Surface Characterization
The SfM-derived DEMs and microtopographic data in Figure 6 permitted quantitative comparison of two 
characteristic failure surfaces and component asperities in samples tested in monotonic direct shear at 
normal stress values of 50 and 150 kPa immediately following exceedance of peak shear stress in each sam-
ple. These failure types represent the “end members” of the observed change from brittle-ductile to largely 
ductile behavior in response to increasing normal stress. Based on the patterns evident, we classified two 
types of failure surface. Samples tested at a normal stress of 50 kPa displayed a “Type A” failure surface, 
characterized by high-angle fractures (modal range of ∼10–20°, with angles reaching 60°; Figure 6j) that 
extended both above (maximum of ∼4.5 mm) and below (minimum of ∼6 mm) the shear gap (Figures 6b, 
6c, 6g and 6h). Type A failure surfaces are characteristically rough, as indicated by the standard deviation 
of heights over 5  mm sampling windows (Figure  6i; greater standard deviations indicate more variable 
topography). In contrast, samples tested at a normal stress 150 kPa displayed “Type B” failure surface. This 
type of failure is typified by a microtopography with a lower modal slope angle (∼7.5°; Figure 6j) and a less 
rough shear surface (Figures 6e, 6f and 6i). Critically, Type B failures are more concentrated at the shear 
gap, with limited extension of asperities into the lower part of the sample (minimum of ∼2.5 mm below the 
shear gap (Figures 6g and 6h).
Figure 6. Results of quantitative shear surface characterization using Structure-from-Motion (SfM) photogrammetry. The top-down orthophoto (a) and top-
down (b) and obliquely viewed (c) digital elevation model (DEM) for Sample A (σn = 50 kPa, monotonic direct shear) are shown in the top row. The top-down 
orthophoto (d) and top-down (e) and obliquely viewed (f) DEM for Sample B (σn = 150 kPa, monotonic direct shear) are shown in the second row. For these 
images, heights are expressed relative to the shear gap (cf., Figure 2). In (b), (c), (e), and (f), the direction of travel of the lower section of the sample is indicated. 
The third row (g) and (h) allows comparison of the height profiles A–A’, B–B’, and C–C’, shown in (b) and (e) taken parallel to the direction of shear in Samples 
A and B. Kernel density distributions of heights for both samples are displayed in (h). The standard deviation of height along profiles across the profiles (5 mm 
sampling windows) in each sample is displayed in (i). (j) Displays the kernel density distribution of topographic slope across the sample.
Figure 7. (a) Peak, residual and fully softened failure envelopes (best estimate ± one standard error) based on 
monotonic direct shear tests on Tubul Sandstone. Blue circles indicate baseline shear stress states used in dynamic 
tests. (b) Reference peak and residual strength envelopes for monotonic shear behavior at σn = 50 kPa, alongside 
underpinning stress-strain curves for monotonic direct shear Tests 1, 2, and 3 (Table 1).





Peak, residual and fully softened failure envelopes are displayed in Figure 7a. The peak failure envelope for 
intact rock displayed a cohesion value, c, of 225.5 kPa and a friction angle, φ, of 32.6°. The residual strength 
failure envelope was defined by a lower cohesion (31.9 kPa) but a greater friction angle (53.2°). The fully 
softened failure envelope obtained from the disaggregated rock samples test data had the lowest observed 
cohesion (10.3 kPa) and friction angle (28.0°) in our baseline data set. These results reflect the gradual loss 
of cohesion and mobilization of frictional strength.
The reference peak and residual strength envelopes for monotonic shear behavior at a normal stress of 
50 kPa (based on the minimum and maximum shear stress values observed; Section 3.3.2) are displayed 
alongside the underpinning stress-strain curves in Figure 7b.
Figure 8. Shear stress-strain (a, c, e, and g) and normal strain (b, f, d, and h) behavior of intact rock samples subjected to dynamic direct shear at a normal 
stress of 50 kPa and a baseline shear reference shear stress value of 47 kPa. (a–d) show the results of Test 11 (dynamic shear stress amplitude of ±20 kPa). (e–h) 
show the results of Test 12 (dynamic shear stress amplitude of ±40 kPa). (c), (d), (g), and (h) display the sample behavior during dynamic loading stages.




4.3. Dynamic Direct Shear Behavior
4.3.1. Reference Dynamic Shear Stress Values, τbase
Using the approach and rationale described in Section 3.3.3, our reference shear stress values during dy-
namic loading (τbase) (σn = 50 kPa) were 47, 172, and 219 kPa (Figure 7a), indicative of increasing damage 
with the sample resulting from aseismic (gravitational) shear stress and associated strain accumulation.
4.3.2. Dynamic Tests, τbase = 47 kPa
Stress-strain curves for dynamic shear tests at a reference shear stress (τbase) of 47  kPa are displayed in 
Figure 8. During the low amplitude (αdyn = 20 kPa) dynamic loading stage (test 11), the sample exhibited a 
total dynamic shear strain increment of ∼0.08% (Figure 8c) and a total normal strain increment of ∼0.1% 
(Figure 8d), indicating a reduction in sample volume (i.e., dynamic compaction). Following application of 
the low amplitude dynamic shear stress (αdyn = 20 kPa), the sample initially contracted as shear proceed-
ed (Figure 8b) and until peak shear stress (225.5 kPa) was achieved (Figure 8a). Notably, the sample was 
initially weaker than observed in baseline tests; peak shear stress values observed in baseline tests were 
not achieved. As shear proceeded, shear stress remained at ∼200 kPa until ∼5% normal strain, at which a 
brittle stress drop occurred and the sample reached a residual strength (∼110–120 kPa) that was within the 
range observed in baseline tests, though this was achieved at a lower shear strain of ∼5.5% (compared to 
∼10%–12% shear strain in the baseline data set). During post-peak monotonic shear, the sample began to di-
late but to a lesser extent than observed in baseline tests (maximum normal strain of ∼−6%). On inspection 
following completion, the surface was indicative of a degraded (“smoothed”) Type B failure. Failure was 
concentrated along the shear gap, characterized by smoother, low angle asperities filled with disaggregated 
grains (Figure 4d).
During the high amplitude (αdyn = 40 kPa) dynamic loading stage (test 12), the sample exhibited a total 
dynamic shear strain increment of ∼0.08% (Figure 8g) and a total normal strain increment of ∼0.28%, indic-
ative of sample compaction (Figure 8h). Following application of the high amplitude dynamic shear stress 
(αdyn = 40 kPa), peak shear stress increased to a peak of 311.2 kPa (Figure 8e); this value is ∼30 kPa higher 
than the maximum shear stress observed in baseline tests. Following a post-peak and non-brittle reduction 
to a shear stress of ∼205 kPa by ∼6% shear strain, shear stress again increased to values equivalent to those 
of the peak shear stress seen in baseline tests. The sample did not show a reduction in shear strength; shear 
stress (∼245 kPa) remained within the baseline peak shear strength envelope. The increase in sample shear 
strength in this sample was coincident with ongoing dilation throughout post-dynamic monotonic shear 
and exceeding that observed in the baseline shear tests (maximum normal strain of ∼−17%) (Figure 8f). The 
failure surface of the sample was akin to a Type A failure; the highly dilated post-test sample displayed high 
angle fractures that extended throughout the height of the sample. We did not observe accommodation of 
enforced shear along the shear gap.
4.3.3. Dynamic Tests, τbase = 172 kPa
Stress-strain curves for dynamic shear tests at a reference shear stress (τbase) of 172 kPa are displayed in Fig-
ure 9. During the low amplitude (αdyn = 20 kPa) dynamic loading stage (test 13), the sample exhibited a very 
minor total dynamic shear strain increment of ∼0.02% (Figure 9c) and, similarly, a very small total normal 
strain increment of ∼0.02% (Figure 9d). Following application of the lower-amplitude dynamic shear stress 
(αdyn = 20 kPa), the sample displayed contractive behavior (Figure 9b) until peak shear stress (301.5 kPa) 
was achieved (Figure 9a). This was ∼20 kPa greater than the maximum values observed in our baseline tests 
at a shear strain of 2%–3%, after which the sample weakened to a residual strength (∼80–90 kPa) via a series 
of gradual and brittle stress drops. Transition to a residual strength comparable with, though ultimately 
∼20 kPa lower than, baseline tests was complete by a shear strain of 5.5%, after which the sample displayed 
ongoing dilation (∼−6% normal strain at the end of the test) that was less pronounced than in baseline tests 
(Figure 10b). Following completion of the test, the shear surface displayed a highly degraded Type A failure 
surface characterized by a number of higher-angle fractures extending to the top and base of the sample, 
though these did not all accommodate shear deformation (Figure 4e). Instead, a well-defined, highly com-
minuted shear band was evident at the shear gap, separating the upper and lower blocks.




During the high amplitude (αdyn  =  40  kPa) dynamic loading stage (test 14), the sample exhibited a to-
tal dynamic shear strain increment of ∼0.01% (Figure 9g) and a total normal strain increment of ∼0.01% 
(Figure  9h); strain accumulation during dynamic loading was negligible. Following dynamic shearing 
(αdyn = 40 kPa), the sample displayed an increase to a peak shear stress of 377.4 kPa (Figure 9e) — a value 
∼100 kPa greater than observed in baseline tests — and a slight reduction in sample volume (Figure 9f). In-
creased shear strength persisted until a brittle stress drop occurred at ∼3% shear strain; shear strength then 
reduced to a residual condition (∼180 kPa), though this remained greater than that observed in baseline 
tests. The sample also dilated more (∼−14% normal strain at the end of the test) than was observed in base-
line tests. The post-failure sample displayed several high angle and sheared asperities extending throughout 
the height of the sample, and a gouge-filled shear band along the shear gap (Figure 4f).
4.3.4. Dynamic Tests, τbase = 219 kPa
Stress-strain curves for dynamic shear tests at τbase = 219 kPa and where αdyn = 20 kPa are displayed in Fig-
ure 10. During the low amplitude (αdyn = 20 kPa) dynamic loading stage (test 15), the sample exhibited a to-
tal dynamic shear strain increment of ∼0.1% (Figure 10c) and did not accumulate detectable normal strain 
Figure 9. Shear stress-strain (a, c, e, and g) and normal strain (b, f, d, and h) behavior of intact rock samples subjected to dynamic direct shear at a normal 
stress of 50 kPa and a baseline shear reference shear stress value of 172 kPa. (a–d) show the results of Test 13 (dynamic shear stress amplitude of ±20 kPa). 
(e–h) show the results of Test 14 (dynamic shear stress amplitude of ±40 kPa). (c), (d), (g), and (h) display the sample behavior during dynamic loading stages.




(Figure 10d). In subsequent monotonic shear, the sample displayed peak shear strength (285.6 kPa) that was 
very marginally (<10 kPa) greater than the maximum observed in baseline tests, before undergoing brittle 
failure to shear stress values within the baseline range of residual strength at ∼3% shear strain (Figure 10a). 
However, shear stress continued to decrease until 10% shear strain, before stabilizing at ∼90 kPa and then 
undergoing a brittle stress drop at 14% shear strain that lowered shear stress to values below those observed 
in baseline tests (τ ≈ 75 kPa). Throughout the test, the volumetric behavior was dilatant, and largely with-
in the range observed in baseline tests (Figure 10b). After the test, the sample was heavily fractured and 
dilated, with multiple sub-vertical cracks extending from the shear plane to the top and base of the sample 
and evidence of a highly comminuted shear band along the shear gap.
During the high amplitude (αdyn = 40 kPa) dynamic loading stage (test 16), the sample exhibited a total 
dynamic shear strain increment of ∼0.15% (Figure 10g) and a total normal strain of ∼0.03% (Figure 10h). 
This dynamic shearing (αdyn = 40 kPa) was followed by an increase to a peak shear stress of 303.0 kPa (Fig-
ure 10e), which is ∼25 kPa higher than the maximum observed in baseline tests. The sample underwent two 
brittle stress drops between shear strain values of 2% and 3%, before reaching a residual strength (∼140 kPa) 
within the range observed in baseline tests. The sample also displayed dilative behavior similar to that ob-
Figure 10. Shear stress-strain (a, c, e, and g) and normal strain (b, f, d, and h) behavior of intact rock samples subjected to dynamic direct shear at a normal 
stress of 50 kPa and a baseline shear reference shear stress value of 219 kPa. (a–d) show the results of Test 15 (dynamic shear stress amplitude of ±20 kPa). 
(e–h) show the results of Test 16 (dynamic shear stress amplitude of ±40 kPa). (c), (d), (g), and (h) display the sample behavior during dynamic loading stages.




served in baseline tests until ∼6% shear strain, when the rate of dilation relative to shear strain increased, 
coincident with a final drop in shear stress to near-constant residual strength (Figure 10f). The post-test 
sample was heavily fractured and dilated, with a well-developed shear band.
4.3.5. Overview of Test Results
During the dynamic stages of all tests, all samples tested displayed evidence of shear-strain hardening. The 
highest total dynamic shear strain increments were observed in tests 15 and 16 (τbase = 219 kPa). The highest 
normal strain increments occurred in tests 11 and 12 (τbase = 47 kPa), indicating the greatest amount of sam-
ple compaction during dynamic loading. In tests 13 to 16 inclusive (τbase = 172 kPa; τbase = 219 kPa), volume 
changes recorded during dynamic loading were an order of magnitude smaller and/or not detectable within 
the resolution of the DynBPS. Tests 13 and 14 (τbase = 172 kPa) exhibited relatively very minor shear and 
normal strain accumulation during dynamic shear.
To allow simpler comparison between the results of each test during post-dynamic monotonic shear, Fig-
ure 11 summarizes the relationships between the baseline shear stress (47, 172, or 219 kPa) used in dy-
namic tests and three key metrics that summarize the strength and rheology of samples in response to low 
amplitude (αdyn = 20 kPa) and high amplitude (αdyn = 40 kPa) dynamic loading: peak shear strength (kPa) 
(Figure 11a), residual shear strength (mean shear stress for shear strain values between 15% and 18% in 
monotonic tests, as outlined in Section 3.3.2; Figure 11b) and normal strain observed at the end of test (%).
Samples subjected to high-amplitude dynamic loading displayed peak and residual shear strength values 
that are consistently greater than those subjected to low-amplitude dynamic loading, and greater than the 
range observed in baseline tests (Figures 11a and 11b). However, at greater baseline shear stresses, the effect 
of dynamic shear stress amplitude on peak shear strength diminished, as evidenced by smaller differences 
in peak shear strength values between (a) tests subjected to different dynamic loading amplitude; and (b) 
the peak shear strength values recorded in dynamic tests and those from baseline monotonic tests. The 
residual strength of samples subjected to low-amplitude dynamic loading was within, or very close to, the 
range observed in baseline tests (Figure  11b). In contrast, the residual strength of samples subjected to 
high-amplitude dynamic loading decreased as the baseline shear stress increased, and was ultimately with-
in the range observed in baseline tests where τbase = 219 kPa.
All samples subjected to high-amplitude dynamic loading displayed a greater degree of dilation (negative 
normal strain values) than was observed in baseline monotonic tests (Figure 11c). In contrast, samples sub-
jected to low-amplitude dynamic loading displayed either a lower degree of dilation relative to that observed 
in baseline monotonic tests (τbase = 47 kPa and τbase = 172 kPa), or normal strain that was very close to that 
observed in baseline test (τbase = 219 kPa) (Figure 11c).
In all dynamic tests, we also note key qualitative differences in post-dynamic sample behavior relative to 
baseline monotonic shear tests. We observed that the shear strain at which transition from peak to residual 
strength is largely complete (i.e., the vast majority of strength loss had occurred following, for example, a 
brittle stress drop) was generally considerably (>50%) lower than the range observed in baseline monotonic 
Figure 11. Summary of the effects dynamic shear loading on key metrics of shear behavior plotted against baseline shear stress values. (a) Post-dynamic peak 
shear strength. (b) Post-dynamic residual shear strength. (c) Normal strain values at the end of each test (∼18%–20% shear strain). The dynamic shear stress 
amplitude in each test is indicated by the symbol used. For each metric, the range of values observed in baseline tests is displayed in each plot.




tests; dynamic loading resulted in transition to a post-peak, residual strength being achieved at a lower 
shear strain.
5. Discussion
5.1. Deformation Mechanisms in Baseline Monotonic Shear Tests
The differences in shear strength and rheology observed between baseline monotonic direct shear tests 
undertaken at different normal stresses can be explained in terms of the nature and evolution of the shear 
surface that formed. Baseline monotonic tests where σn = 50 kPa displayed consistently highly dilatant 
behavior resulting from the formation of high-angle asperities (shear surface irregularities) that formed 
as shear proceeded (Ladanyi & Archambault, 1969; Lajtai, 1969a, 1969b; Patton, 1966; Pereira & de Freit-
as, 1993). Higher asperity angles can increase net shear strength by causing a greater degree of interlocking 
between discontinuity surfaces (Barton, 1973, 1976; Barton & Choubey, 1977; Jaeger, 1971; Patton, 1966). 
In our baseline monotonic tests (σn = 50 kPa), shear was accommodated as frictional sliding along higher 
angle planes oblique to the direction of enforced shear, resulting in the observed sample dilation (e.g., La-
jtai, 1969a; Selby, 1993; Wyllie, 1999) (Figure 12a). As shear deformation and dilation proceeded, voids were 
created within the rock as the upper discontinuity surface moved away from the lower surface (Pereira & 
de Freitas, 1993) (Figure 12a). Contact areas along sliding surfaces reduced such that stresses concentrated 
on and within asperities, ultimately exceeding local strength and causing abrasion, crushing, and shearing 
through the asperities (Bahaaddini et al., 2016; Fathi et al., 2016; Hutson & Dowding, 1990; Pereira & de 
Freitas, 1993; Wyllie, 1999). Shearing through asperities is evident in the stress-strain curves as brittle stress 
drops (Figure 3a). Subsequently, a lower-strength, less rough band of comminuted rock formed as shearing 
primarily concentrated along the shear gap as internal friction was mobilized, rather than frictional sliding 
along oblique tension cracks (Figure 12a). The more gradual strength reductions observed were indicative 
of frictional and dilative sliding, stress redistribution, and abrasion along remaining asperities.
Figure 12. Conceptual summary of the control of fracture and asperity angle on failure mechanism and dilation. In (a), high fracture angles result in shear 
deformation being accommodated along asperities (a i), causing abrasion and stress concentration along shear pales and within asperities (a ii). As dilation 
proceeds, stress concentration results in shearing through asperities, causing the formation of a shear band along the shear gap (a iii). Subsequent shear is 
accommodated both along this shear band and along asperities. In (b), shear along low fracture asperities requires less dilation (b i). Subsequent frictional 
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In monotonic tests at greater normal stresses, the presence and effect of high-angle fractures became less 
significant (Figure 12b). Whilst oblique tension cracks were evident in samples tested at normal stresses of 
100 and 150 kPa (Figures 4a and 4b), shear was increasingly accommodated along the shear gap. As normal 
stress increased, the growth of tensile cracks and resultant asperities was suppressed; under increasing nor-
mal stress, tensile stresses propagated into asperities rather into the surrounding intact rock (Bahaaddini 
et al., 2016). As such, incipient asperities were crushed and sheared off to form a discrete shear band more 
closely aligned with the direction of enforced shear, and before oblique tension cracks could be mobilized 
to accommodate shear deformation with accompanying sample dilation (Figure 12b). Resultantly, fewer 
brittle stress drops and reduced dilation were observed in our monotonic tests at normal stresses of 100 and 
150 kPa. Post-peak strength resulted from friction within the comminuted shear band. The shear strength of 
fully disaggregated rock (Tests 8, 9, and 10; Table 1) was considerably (100–200 kPa) lower than the residual 
strength of “intact” samples at equivalent normal stress values. This suggests that none of the monotonic 
tests on intact samples was fully comminuted and softened by ∼20% shear strain, and so considerable fur-
ther shear strain must accumulate before the fully softened strength condition is achieved. Hence, ongoing 
crushing and abrasion of the rock may explain the reduction in, but not total absence of, cohesion in the 
residual and fully softened strength envelopes (Figure 7a).
The largest reductions in strength between peak and residual conditions were observed in monotonic tests 
where σn = 50 kPa, reflecting a change in the location of mobilized friction, from high-angle asperities to 
degraded asperities and generated gouge. Such post-peak reductions in strength were less pronounced at 
higher normal stresses (Figure 3). A greater degree of post-peak frictional strength was maintained in tests 
where σn = 100 kPa and σn = 150 kPa; frictional sliding along the shear gap remained the dominant shear-
ing mechanism in both the peak and residual phases. These differences in shearing mechanism as normal 
stress increased explain the steeper residual strength failure envelope and, hence, friction angle relative to 
the peak strength failure envelope (Figure 7a). The importance of normal stress and, hence, depth of the 
shear surface in controlling the inception of oblique tension cracks suggests that shallower landslides are 
more prone to changes in shear behavior in response to seismic loading, justifying both our focus on the 
effects of dynamic loading where σn = 50 kPa, and supporting broader field and laboratory observations 
(e.g., Sepúlveda et al., 2016).
5.2. Deformation Mechanisms in Dynamic Shear Tests
Despite intrinsic variability in the range of key metrics describing shear behavior observed in the baseline 
monotonic data set, we noted consistent differences, patterns and trends in behavior in dynamic shear tests, 
indicative of fundamental differences in underpinning, causative shear mechanisms (Figure  11). Direct 
observations of the nature of the shear surface and data describing the magnitude of normal strain provide 
strong evidence to mechanistically explain the observed differences in behavior (Figures 4, 6 and 11). In 
combination, our data and observations indicate that the effects of dynamic loading on post-dynamic shear 
behavior extend beyond wide and inherent sample variability. Based on our data, observations and com-
parisons with the baseline monotonic data set, we interpret and explain the variability in shear behavior as 
follows, noting that differences in strength and behavior relate directly to specific deformation processes.
The low amplitude (±20 kPa) dynamic loading at a reference shear stress (τbase) of 47 kPa resulted in a 
reduction in peak shear strength relative to our baseline monotonic data set (Figures 8a and 11). We con-
tend that the lower amplitude shear stress was insufficient to initiate or propagate oblique tension cracks 
throughout the sample, and crack damage and abrasion were concentrated along the shear gap (Figure 4d), 
potentially assisted or facilitated by the increased compaction experienced during dynamic loading, predis-
posing this area to quasi planar failure during subsequent monotonic shear (Figure 12b iii). Any high angle 
fractures that formed during and/or following dynamic loading were not fully mobilized to accommodate 
enforced shear, and so the sample experienced reduced dilation relative to that observed in baseline tests 
(Figure 11c). Abrasion, comminution, and shearing through asperities within the shear band is evident in 
the stress-strain curve (Figure 8a) as the zone of near-constant shear stress following peak shear strength 
and until ∼5% shear strain, until brittle failure of remaining asperities occurred and the sample strength 
reduced to a residual condition. In contrast, high amplitude (±40 kPa) dynamic loading was sufficient to 
cause initiation of high angle tension cracks (Cai et al., 2004; Eberhardt et al., 1999) that rapidly propa-




gated, facilitated by a lower fracture toughness at a greater cyclic strain rate (e.g., Erarslan, 2016; Hernán-
dez-Gömez et al., 2004). Following dynamic loading, the upper and lower blocks initially interlocked to 
cause slight compaction of the sample before fracturing of remaining rock bridges at peak shear strength. 
Enforced shear was accommodated by shearing along these high angle fractures, causing enhanced sample 
dilation (Figure 11c) that continued until 20% shear strain (Figure 8d). As shear strain accumulated, the 
strength of thicker and so more resistant asperities was not exceeded (Yin et al., 2020); degradation or brittle 
shearing through high-angle asperities and a reduction to the residual strength condition observed in base-
line tests did not occur. As such, there was no reduction to a conventional lower, “true” residual strength 
condition (Figures 8c and 11c).
At a baseline shear stress (τbase) of 172  kPa, the degree of pre-dynamic damage and accumulated shear 
strain had increased; a set of incipient tension fractures had formed before the samples were subjected to 
dynamic loading. This resulted in variations in behavior as incipient fractures and asperities were variably 
exploited by dynamic loads of different amplitude. The low amplitude (±20 kPa) dynamic loading caused 
incipient fractures to extend (Figure 4e), and dynamic loading resulted in abrasion and damage to asperities 
in a mid-sample shear band. During post-dynamic monotonic shear, the shear deformation along enhanced 
tension cracks was initially mobilized, evident as an elevated peak shear stress and initial sample compac-
tion followed by dilation. However, as favorably aligned asperities weakened during dynamic loading were 
abraded and/or sheared off, evident as stress drops in the stress-strain curve (Figure 9a), shear deformation 
was then accommodated at the shear band and less sample dilation was required (Figure 9b) as the shear 
strength reduced to, and ultimately fell below, the baseline residual strength condition. This suggests that 
low amplitude dynamic loading caused a greater degree of strength degradation along and within existing 
asperities; once this had occurred, asperity degradation occurred over a smaller shear strain increment 
than in baseline tests and continued to occur throughout the test. In contrast, tension cracks that rapidly 
propagated during high amplitude (±40 kPa) dynamic loading were initially mobilized, causing contraction 
of the sample and a greater peak shear stress relative to baseline monotonic tests (Figure 11a). Shearing 
through asperities that formed during pre-dynamic shear resulted in a stress drop to a persistent lower 
strength condition, but this was greater than the residual strength observed in baseline tests (Figure 11b). 
The greater post-dynamic dilation observed in this dynamic test (Figure 11c) suggests that enforced shear 
was accommodated along high angle fractures to a greater extent (Figure 4f), rather than along a weaker, 
comminuted shear band.
At a baseline shear stress (τbase) of 219 kPa, differences in peak and residual shear strength from those ob-
served baseline tests were less pronounced because the formation of fractures and asperities typical of base-
line conditions had already occurred; these were not significantly altered by subsequent dynamic loading 
and typical baseline shear behavior was only marginally modified, if at all (Figures 11a and 11b). We noted 
slightly elevated peak shear strength values following dynamic loading. We again consider this to be indica-
tive of enhanced tensile cracking during dynamic loading and short-lived accommodation of enforced shear 
along resultant asperities before deformation was focused along the pre-weakened (“monotonic”) shear 
band. We also observed a reduction in shear strength to residual values at a considerably lower shear strain 
than in baseline tests; prolonged post-peak strength resulting from ongoing asperity degradation observed 
in baseline tests was not evident in these dynamic tests, likely resulting from, relative to baseline conditions, 
premature asperity degradation during dynamic loading (Belem et al., 2007; Ferrero et al., 2010), consistent 
with greater dynamic shear strain accumulation.
5.3. Path Dependence of Post-Seismic Hillslope Behavior
Our results illustrate the fundamental importance of two key factors in generating differences in the char-
acter of fractures and asperities within rocks: (a) the amplitude of the dynamic load applied to the sample; 
and (b) the degree of accumulated shear strain prior to the commencement of dynamic loading. These 
differences control the relative importance and contribution of key deformation mechanisms (dilative fric-
tional sliding vs. asperity degradation) that are mobilized to accommodate subsequent monotonic shear, 
equivalent to post-seismic hillslope deformation. In turn, the relative contribution of these mechanisms can 
result in differences in strength and rheology, such that post-dynamic sample behavior and, by implication, 
post-seismic hillslope behavior is path dependent (e.g., Phillips, 2006; Temme et al., 2015), contingent on 




the specific nature of ground shaking experienced previously. The path-dependent effects of dynamic stress 
history on strength and rheology were most pronounced in tests carried out at the lowest baseline shear 
stress (τbase = 47 kPa), broadly equivalent to shallow (z ≤ 5 m) landslides on hillslopes of 30°–40° that are 
most prone to failure during seismic events (Section 3.3.3). These hillslope configurations are characterized 
by limited damage and pre-existing shear surface development (Eberhardt et al., 1999; Petley et al., 2005). 
When subjected to low amplitude dynamic shear stresses, such hillslopes are weakened and hence are more 
likely to fail in the post-seismic phase in response to, for example, rainfall (Lin et al., 2008; Marc et al., 2019). 
In contrast, high amplitude dynamic shear stresses generate oblique tension cracks in hillslopes of this 
configuration, with a resultant increase in post-seismic strength and a less brittle rheology. As such, in this 
context, “damage” is too general and vague a term to describe the range of potential deformation mech-
anisms that can influence hillslope behavior; the specific nature of damage and how this influences the 
nature of shear-zone deformation is critical and, in turn, can influence post-seismic stability, and styles 
and rates of landslide deformation (Bjerrum, 1967; Clarke & Burbank, 2011; Gischig et al., 2015; Stead & 
Wolter, 2015). This variable response, and the strong legacy of past ground shaking via accumulated dam-
age, likely contributes to the scatter observed in empirical and process-based numerical predictions of the 
number, area, volume and/or spatial distribution of landslides resulting from large earthquakes, in which 
the strength properties of hillslopes are not directly considered and/or are assumed constant (Jibson, 1993; 
Marc et al., 2016). Indeed, the significance of variability in hillslope strength, both spatially and temporally, 
on the predictive capacity of numerical models of coseismic landsliding has previously been acknowledged 
(Dreyfus et al., 2013). This is potentially particularly the case for hillslopes of this general hillslope config-
uration (z ≤ 5 m; β = 30°–40°).
Our results indicate that susceptibility to path-dependent behavior in response to dynamic shear stress am-
plitude becomes less marked at greater baseline shear stresses and, hence, landslides with more developed 
shear surface. Our intermediate baseline shear stress condition (τbase  =  172  kPa), broadly equivalent to 
landslides where z ≈ 20–25 m and β ≈ 35°–40°, displayed relative strengthening relative to baseline shear 
conditions, but this was more pronounced following the high amplitude dynamic loading. In addition, post-
peak strength remained greater than that observed in baseline monotonic shear following high amplitude 
dynamic loading. At greater baseline shear stresses (τbase  =  219  kPa; equivalent hillslope configuration: 
z ≈ 30–35 m; β ≈ 35°–40°), the strength characteristics were similar to those observed in baseline shear 
tests. Increasingly deep-seated landslides are therefore less prone to divergent post-seismic behavior result-
ing from differences in dynamic loading amplitude and, by implication, the magnitude of seismic ground 
accelerations. However, in these deeper landslide settings, dynamic loading can, via asperity degradation, 
decrease the shear strain by which full transition from peak to residual strain occurs. In our baseline mono-
tonic tests, this process was complete by ∼13%–14% shear strain, but was lower (∼3%–6%) in dynamic tests; 
dynamic asperity degradation can increase the brittleness of rocks. In field settings where aseismic shear 
stress is less than peak strength but greater than residual strength of the rock mass, this effect will be man-
ifest in slow and/or episodically moving landslides as reductions in the strain that a hillslope can sustain 
before failing in the post-seismic phase. We note this reduced strain at failure is not dependent on the ampli-
tude of shear stress used in the dynamic test, and appears to be a more universal effect of dynamic loading. 
Whilst progressive or episodic strains may be more readily detectable using remotely sensed data in larger, 
deeper-seated landslides (e.g., Bekaert et al., 2020), this does not preclude their occurrence or significance 
in shallower landslides. For example, accelerating patterns of pre-failure creep have been observed in high 
spatial (10−3–102 m3) and temporal (∼hourly to monthly) resolution field-scale monitoring campaigns in 
brittle materials (Rosser et al., 2007; Royán et al., 2015). The lower resolution (∼monthly to annual) datasets 
used to map co- and post-seismic landslides may not be of sufficient spatiotemporal resolution to capture 
progressive and/or episodic strain accumulation in smaller, shallower landslides (Cooper et al., 1998; Di-
etze, Mohadjer, et al., 2017; Dietze, Turowski, et al., 2017; Williams et al., 2019). Shallow landslides may 
therefore also deform episodically or continuously (via creep) in the post-seismic phase until a “critical 
strain” is achieved, at which point the hillslope becomes unstable if the hillslope-forming materials are 
prone to brittle-type failure and a reduction to residual strength conditions (Chandler & Skempton, 1974; 
Petley et al., 2005). On the basis of our experiments, this critical strain will be reduced relative to pre-seismic 
conditions following dynamic loading. It is therefore possible that brittle hillslopes experiencing greater 
reductions in tolerable (critical) strain will likely fail sooner in response to a combination of meteorological 




and/or seismic forcing and/or autogenic creep deformation. The overall distribution and exploitation by 
forcing factors of this post-seismic tolerable strain within a landscape may, in turn, contribute to the tempo-
ral pattern of post-seismic landslide activity observed by Marc et al. (2015) in regional landslide inventories.
Our results, and the understanding of underpinning shear deformation mechanisms they provide, indi-
cate that there is no single or pre-determined post-seismic landslide behavior trajectory following an earth-
quake. Our findings add broader context to previous observations and/or assumptions that ground cracking 
and damage resulting from coseismic ground shaking causes a reduction in hillslope strength, predispos-
ing hillslopes to failure in the post-seismic phase (Marc et al., 2015; Parker et al., 2015). Instead, hillslope 
strength can be unaltered, increased (strengthened) or decreased (weakened) by seismic loading events 
of differing character, and so generalizing regional-scale rates and patterns of post-seismic landsliding in 
response to a single earthquake event is unlikely to be valid in, and transferable across, all seismic settings 
and at all scales (Kincey et al., 2021; cf., Marc et al., 2015). Rates and patterns of post-seismic landsliding 
are at least in part controlled by the nature of coseismic ground shaking at a specific location and how 
this influences the strength and rheology of slope-forming rocks. Our findings form part of a wider and 
growing body of work that demonstrates the importance of lithology, local- to regional-scale geomorphol-
ogy, stress history and landslide mechanism in controlling post-seismic hillslope behavior and variability 
therein (Brain et al., 2017; Carey et al., 2021; Hu et al., 2018; Kincey et al., 2021). As such, invoking a range 
of poorly constrained, extrinsic and universal “healing” mechanisms to explain observed trajectories and 
temporal trends in the rate of new landslides may not be necessary or appropriate at all spatial scales. The 
post-seismic behavior of landslides is contextual, dependent in part on the type of landslide, the underlying 
mechanisms that govern strain accumulation and the broader intrinsic and extrinsic controls thereon (Bjer-
rum, 1967; Chen et al., 2020; Dahlquist & West, 2019; Kincey et al., 2021; Petley et al., 2005).
5.4. Broader Significance
The intact strength of the Tubul Sandstone is low (“very weak”); our findings are therefore most directly 
transferable to rock types of comparable density and strength (e.g., the sedimentary and metasedimentary 
rocks of Taiwan — see Lin et al., 2008). The estimated σUCS of the Tubul Sandstone is up to two to three 
orders of magnitude lower than many competent sedimentary, igneous and high-grade metamorphic rocks 
(e.g., Attewell & Farmer, 1976; Heap et al., 2009; Vinciguerra et al., 2005). It is therefore important to con-
sider how transferable our findings and causative deformation mechanisms are to a broader range of lithol-
ogies of different strength and found in different physiographic and tectonic settings.
The design of our dynamic testing program was informed by critical cracking thresholds that have been 
observed to be consistent across different rock types, expressed relative to σUCS (Cai et  al.,  2004; Lou 
et al., 2019). In addition, the key controls on mechanisms of deformation, and so strength and rheology, of 
fractured rock have been observed to be widely applicable, with a firm theoretical basis and support from 
empirically validated numerical models (Bahaaddini et al., 2013; Belem et al., 2007; Ferrero et al., 2010; Ja-
fari et al., 2004; Lajtai, 1969a, 1969b; Patton, 1966; Pereira & de Freitas, 1993). Consequently, it is reasonable 
to assume that our key findings about the importance of the amplitude of dynamic loading and the degree 
of shear surface formation in generating asperities of differing character are broadly transferable to a range 
of lithologies and hillslope settings (Lin et al., 2008). The critical interplay between in situ aseismic shear 
stresses, accumulated damage, cracking thresholds and the amplitude of seismic shear stresses is therefore 
unlikely to be limited to the Tubul Sandstone; path-dependent post-seismic shear behavior is likely to be 
critical in a range of lithologies and slope settings.
5.5. Spatial Distribution and Scale of Observed Effects
Since the intensity of ground shaking that drives differences in strength and rheology evident in our data 
set also varies across and between epicentral landscapes, we can reasonably expect hillslopes to display 
differing responses to an earthquake in the post-seismic phase, governed in part by the broader controls on 
the regional to local intensity of shaking. First-order controls on the occurrence of coseismic landslides are 
seismological and include fault mechanism, rupture depth and seismic moment (Keefer, 1984; Rodríguez 
et al.,  1999). The specific spatial pattern and density of coseismic landsliding also critically depends on 




regional seismic wave attenuation and, hence, ground shaking intensity with distance from the earthquake 
rupture surface (Meunier et al.,  2007). This pattern is further modified by local slope factors, including 
slope angle (Jibson et al., 2000; Newmark, 1965), topographic amplification (Buech et al., 2010; Meunier 
et al., 2008; Sepúlveda et al., 2005) and local-slope modification of seismic wave properties and ground ac-
celerations, including the amplitude and frequency content and duration of ground accelerations (Burjánek 
et al., 2012; Lenti & Martino, 2013; Moore et al., 2011). In locations where these regional to local factors are 
not conducive to ground accelerations sufficient to cause near instantaneous coseismic hillslope failure, the 
range of deformation mechanisms observed in our tests can be mobilized by sub-threshold accelerations 
and resultant dynamic shear stresses. In these locations, both the amplitude of dynamic shear stresses and 
the specific hillslope configuration (and so degree of aseismic shear surface development) can control the 
post-seismic behavior of hillslopes. Based on our initial estimations of equivalent horizontal ground accel-
erations that cause dynamic shear stress amplitudes of ±20 and ±40 kPa (Section 3.3.3), we note the poten-
tial existence of a threshold ground acceleration between ∼0.33 and ∼0.66 g that may be sufficient to cause 
divergent, path-dependent post-seismic landslide behavior in shallow landslides. Where both sufficiently 
dense seismometer networks and detailed landslide inventories are available, it may therefore be possi-
ble to identify local to regional differences in post-seismic hillslope stability in zones of varying coseismic 
ground accelerations for different hillslope configurations (Buech et al., 2010; Meunier et al., 2007; Rault 
et al., 2020).
5.6. Modeling Path Dependence of Post-Seismic Hillslope Behavior
The post-dynamic mechanisms of the observed path dependence of hillslope behavior have been modeled 
and validated at a range of scales, from laboratory and shear-surface settings (e.g., Belem et al., 2007) to 
jointed rock slope applications (e.g., Eberhardt et al., 2004). This paves the way for improved spatial and 
temporal modeling of both coseismic and post-seismic landslide occurrence and the next generation of 
path-dependent landslide susceptibility models (Korup & Stolle, 2014; Lombardo & Mai, 2018; Rodrigues 
et al., 2021; Samia et al., 2017a, 2017b). Less well developed, however, are numerical models of cracking pro-
cesses and effects in rocks where static and dynamic stress fields interact (Burgers, 1980; Shao et al., 2006; 
Yang et al., 2014). As such, forecasting locations of path-dependent post-seismic behavior in field settings 
is likely to be initially based on empirical field and laboratory observations; our work provides first-or-
der insight into the types of hillslopes most prone to path-dependent variations in mechanical properties. 
Our findings indicate that modeling of path-dependent hillslope response to ground shaking during the 
post-seismic phase must involve a range of strength scenarios beyond conventional “peak” and “residual” 
failure envelopes (Akin, 2013; Sonmez et al., 1998; Topal & Akin, 2009); model decisions on appropriate 
inputs for specific slope settings must be informed by factors including landslide depth, hillslope angle, 
the magnitude of accumulated strain and the nature of the seismic waveform experienced at that location. 
Future work must seek to integrate differences in the types of damage generated in different hillslope con-
figurations and in response to ground shaking events of different character into predictive models of land-
slide behavior, and how this affects the evolution of both hillslopes and hazard in post-seismic landscapes. 
Such modeling will allow the spatial and temporal effects of path-dependent post-seismic landsliding to 
be assessed relative to a larger range of geomorphic processes (Chen et al., 2020; Croissant et al., 2019; 
Dahlquist & West, 2019; Hobley et al., 2017; Marc et al., 2019), providing more detailed insights into sub-re-
gional spatial and temporal patterns of hillslope failure in the post-seismic phase (Fan et al., 2019; Kincey 
et al., 2021; Marc et al., 2015). In addition, ongoing laboratory testing must seek to explore the influence 
of varying states of saturation and pore-water pressure conditions on the static and dynamic behavior of 
hillslopes of varying lithology in response to differing baseline stress conditions and varying dynamic load 
amplitudes and frequencies.
6. Conclusions
Using geotechnical laboratory testing, we considered how the strength and rheology of rocks can vary in 
the post-seismic phase in response to dynamic loading that varies in character. Our results indicate that 
post-seismic hillslope strength can be unchanged, increased or decreased relative to pre-seismic conditions. 




This path dependence is controlled by the amplitude of dynamic loading experienced at a particular loca-
tion and the degree of pre-existing shear surface formation within hillslopes, which is in part a function of 
landslide depth and hillslope angle. These factors govern the nature and location of fractures and asperities 
along incipient shear surfaces, and whether or not these are subsequently mobilized and/or degraded dur-
ing post-seismic shear. More intact rocks, akin to shallow landslides (depth, z, ≤5 m) in field settings, are 
most likely to display divergent, path-dependent changes to strength and rheology in the post-seismic phase 
in response to seismic loading events of different amplitude. In more developed shear surfaces typical of 
deeper landslides (z ≈ 20–30 m), dynamic loading is less likely to result in changes in post-seismic strength. 
However, dynamic loading causes enhanced asperity degradation, reducing the “critical strain” that land-
slides can sustain in the post-seismic phase. This has important implications for post-seismic assessment 
and forecasting of hillslope stability hazard.
Since the observed path dependence in hillslope behavior is a function of mechanisms common to brittle 
rocks, our findings are likely to be critical in a range of lithologies and seismic settings. In field locations, 
path-dependent behavior is likely to be manifest spatially in response to local to regional variations in land-
slide depth, hillslope angle and ground shaking intensity. Our findings add broader context and process 
understanding to regional scale datasets that consider the “recovery” of hillslope strength following earth-
quakes. Based on our results, and contrary to conclusions that may be drawn from synoptic regional-scale 
patterns, not all hillslopes will be more susceptible to failure in the post-seismic phase. Mechanisms of 
shear surface development and the specific nature of damage generated in different hillslope configura-
tions and in response to ground shaking events of different character must be considered in assessments of 
post-seismic hillslope stability at a range of scales. Modeling path-dependent post-seismic hillslope behav-
ior is an important next step in our ability to forecast how landscapes and landslide hazard evolve in the 
post-seismic phase over a range of spatial and temporal scales.
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